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notes
1. All  dimensions are in millimetres

2. For details of reinforced concrete chamber see

SD 132

3. Length of each item of pipework shall be

specified by the Project Manager.

4. See general notes.

item
1. Distribution main

2. Flange adaptor (Viking Johnson 'maxi' or similar approved)

3. Flanged taper

4. All flaned piece with centrall thrust flange

5. All Flanged equal tee

6. Flange gate valve

7. Flanged adaptor

8. Flanged spigot valve

9. Water meter

10. Flanged spigot with thrust flange 500mm from flanged end

11. Flanged 90° bend

12. Double flanged pipe.
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NOTES

1:10

1. All dimensions are in millimetres unless otherwise

stated.

2. Figured dimensions are to be taken in preference

to scaling

3. Concrete is to be C25.

4. Min cover to reinforcement to be 40mm.

5. Reinforcement:

-High yield bars to be square twisted cold 

formed bars to BS 4461

-Mild steel to be round bars to BS 4449

-Mesh reinforcement to BS 4483.

6. Min laps Y10 = 500mm

  Y12 = 600mm

  Y16 = 800mm .

7. Foundations shall be taken down to firm ground

and all excavations to be approved first by the Engineer

before placing 50mm concrete blinding.

8. All exposed concrete edges shall have 25 x 25

chamfer.
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