
CORNER POST

150x4mm wall thickness at corner end and change in direction

PART PLAN (BIRD'S EYE VIEW)
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G. LEVEL

CHAIN LINK FENCING POST

CONCRETE CLASS 15

3 no HOLES FOR LINEWIRES

PRECAST CONCRETE POSTS

100x100mm CONCRETE 25

3 HOLES FOR BARBED WIRE

OVERHANG TO FACE OUTWARD
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4-R606 (COVER-20)

32-R605-100 c/c

SECTION A-A
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CHAIN LINK FENCING POST

Ground Level

SCALE: 1:40

G. LEVEL

TYPICAL CHAIN LINK FENCING POST

CONCRETE CLASS 15

3No. HOLES FOR GALVANISED

TENSIONING LINE WIRES

PRECAST CONCRETE POSTS

100x100mm CONCRETE C30

3 HOLES TO SUPPORT BARBED WIRE LINES

OVERHANG TO FACE OUTWARD
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Ground Level

SCALE: 1:40
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FENCE POST

NOTES

1. All dimensions are in millimetres unless otherwise

stated.

2. Figured dimensions are to be taken in preference

to scaling

3. Blinding concrete to be Class 15/20.

4. All exposed angles on concrete surfaces to have

a 25mm chamfer

5. All pipes to be wrapped with 2 layers of pvc 10

micron sheeting through walls.

6. All corner posts shall be made of two posts back

to back.
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